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Activation of the Pseudocapacitive Behavior of MXene/PANI
for High-Performance Ammonium-Ion Batteries

Yeying Li, Leixi Du, Liping Zhang, Changjie Huang, Justinas Palisaitis, Jingkun Xu,
Johanna Rosen, Jianxia Jiang,* and Leiqiang Qin*

The development of aqueous ammonium-ion batteries (AAIBs) requires
electrode materials that combine high NH4

+ storage capacity with rapid and
reversible ion transport. Herein, a metal-vacancy MXene/polyaniline
(Mo4/3CTz/PANI) composite is reported, in which the pseudocapacitive
response is synergistically activated by introducing 0.1 m H2SO4 into 1 m
(NH4)2SO4 electrolyte. This proton-assisted modulation enables rapid and
reversible NH4

+/H3O
+ co-intercalation, in contrast to the negligible ion

insertion observed in the absence of H2SO4. Combined experimental and
density-functional theory (DFT) analyses reveal that proton doping
significantly improves the electronic conductivity of PANI and induces a
reversible Mo6+/Mo5+ redox transition during cycling, which dynamically
modulates the NH4

+ adsorption energy (from −4.155 to −4.567 eV), thus
facilitating both intercalation and deintercalation of NH4

+. As a result, the
composite achieves a high specific capacity of 245 mAh g−1 at 0.1 A g−1, with
excellent capacity retention of 84.2% after 11,000 cycles at 1.0 A g−1.
Furthermore, the MnO2/CNTs||M:P = 5:1 full cell delivers a high energy
density of 81.6 Wh kg−1 and a power density of 16 000 W kg−1. This work
highlights a promising strategy for advancing MXene-based electrodes via
proton-enhanced ion storage mechanisms, paving the way for
high-performance AAIBs.
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1. Introduction

Rechargeable aqueous batteries have
emerged as a promising research direction
in the field of energy storage due to their in-
herent safety, environmental friendliness,
and low cost, making them well-aligned
with the principles of sustainable devel-
opment and promising for large-scale
applications.[1–3] Various types of aqueous
ion batteries and hybrid supercapacitors
have been proposed and extensively in-
vestigated. However, the development of
metal-ion-based aqueous energy storage
systems is constrained by several chal-
lenges, such as the complex side reactions
at the electrode–electrolyte interface[4] and
significant volume expansion of cathode
materials during metal ion intercalation,
particularly in systems involving multi-
valent metal ions, thereby compromising
long-term structural stability.[5] Recently,
non-metallic ions have emerged as alter-
native charge carriers, exhibiting pseudo-
capacitive behavior comparable to that of
metal ions.[6,7] This shift offers new oppor-
tunities for designing cost-effective, stable,

and environmentally friendly aqueous energy storage systems.
Among them, ammonium ions (NH4

+) are particularly attractive
due to their smaller hydrated ionic radius (3.31 Å), lower mo-
lar mass (18 g mol−1), and rapid diffusion capabilities in aque-
ous electrolytes.[8–10] Moreover, NH4

+ circumvents dendrite for-
mation and electrochemical plating issues commonly observed
in metal-ion systems, significantly reducing safety risks. Specifi-
cally, NH4

+ can form hydrogen bonds with host materials,[11–13]

which enhances both the capacity and structural stability of the
electrode. Therefore, the design and engineering of electrodema-
terials for high-performance aqueous ammonium-ion batteries
(AAIBs) hold considerable potential for next-generation sustain-
able energy storage.
In recent years, various electrodematerials have been explored

for NH4
+ storage in aqueous electrolytes, such as Prussian blue

analogues,[14] transition metal oxides/sulfides,[15] and organic
polymers.[16] However, these systems often suffer from low elec-
tronic conductivity and sluggish redox reaction kinetics, which
hinder their practical performance. MXenes, a class of emerging
two-dimensional materials,[17,18] have attracted considerable
attention due to their exceptional electrical conductivity, fast
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pseudocapacitive behavior, and adjustable interlayer
spacing,[19–21] making them promising candidates for not
only aqueous metal-ion batteries but also for NH4

+ storage.[22]

Nevertheless, the tetrahedral geometry of NH4
+ and its strong

hydrogen-bonding interactions with host frameworks introduce
additional complexity into the diffusion process, which involves
continuous bond breaking and reformation along preferential
pathways.[23] This unique behavior places stringent demands on
the host material, which must simultaneously i) provide abun-
dant, energetically favorable NH4

+ adsorption sites to enable
highly reversible ion intercalation and ii) possess sufficiently
large interlayer spacing to facilitate fast NH4

+ transport. There-
fore, rational engineering of the morphological, chemical, and
electronic structures of MXenes is crucial for the development
of high-performance AAIBs.
Recent advances in emerging material systems have created

new opportunities for enhancing NH4
+ storage performance in

MXene-based hosts. Among them, the first in-plane vacancy-
ordered MXene (Mo4/3CTz), reported in 2017,[18] features peri-
odically distributed metal vacancies that expose a higher den-
sity of electrochemically active sites. Compared to its vacancy-
free counterpart Mo2C, Mo4/3CTz exhibits significantly improved
pseudocapacitive behavior and outstanding structural stability in
1 m H2SO4 electrolyte, demonstrating strong proton storage ca-
pability. Meanwhile, polyaniline (PANI), a prototypical conduc-
tive polymer[24,25] and widely studied NH4

+ host,[16,26] offers high
pseudocapacitance due to its intrinsic redox activity and doping
chemistry in acidic environments,[24,27] making it an ideal can-
didate for composite construction. Considering the strong pro-
ton affinity of both Mo4/3CTz and PANI, along with the struc-
tural and functional versatility of protons and NH4

+ ions, their
co-coordination within composites is expected to overcome ki-
netic and stability limitations, enabling rapid and durable energy
storage.
Building on these insights, we developed a proton-regulated

Mo4/3CTz MXene/PANI composite to enable efficient high
ammonium-ion storage. Through compositional optimization,
PANI nanosheets grow in situ along the MXene surface to form
a wrinkled structure, which serves as a structural pillar to stabi-
lize the interlayer spacing and facilitate efficient charge and ion
transport. Proton introduction, achieved by adding 0.1 m H2SO4
to 1 m (NH4)2SO4 electrolyte, not only improves the electronic
conductivity of PANI but also induces a reversible Mo6+/Mo5+

redox transition during cycling. Density-functional-theory (DFT)
calculations reveal that the Mo6+/Mo5+ valence transition dy-
namically alters the NH4

+ adsorption energy from −4.155 eV
(Mo6+) to −4.567 eV (Mo5+) during cycling, thereby facilitat-
ing both NH4

+ intercalation and deintercalation. Furthermore,
theMXene-polymer interface provides favorable adsorption sites,
which facilitate charge redistribution and local electric field regu-
lation following NH4

+ adsorption, thereby further promoting the
intercalation process. As a result, the Mo4/3CTz/PANI composite
delivers a high specific capacity of 245 mA h g−1 at 0.1 A g−1 in a
mixed electrolyte of 0.1 m H2SO4 and 1 m (NH4)2SO4, maintain-
ing 84.2% capacity retention after 11 000 cycles. Furthermore,
the assembled MnO2/CNT||M:P = 5:1 full cell demonstrates an
energy density of 81.6 Wh kg−1 at a power density of 2985 W
kg−1, and exhibits excellent cycling stability, retaining 75.5% of
its capacity after 10 000 cycles at 1 A g−1. These findings highlight

the effectiveness of proton-activated and interfacial engineering
strategies in addressing both kinetic and stability challenges in
AAIBs.

2. Results and Discussion

To achieve a high-quality Mo4/3CTz/PANI composite, a series
of composites with varying mass ratios of Mo4/3CTz to PANI
were prepared. The overall synthesis procedures are schemat-
ically illustrated in Figure 1a. Specifically, an aqueous suspen-
sion of delaminated Mo4/3CTz flakes was first prepared by se-
lectively removing aluminum (Al) and scandium (Sc) from the
Mo4/3Sc2/3AlC i-MAX phase (Figure S1, Supporting Informa-
tion). Subsequently, PANI was deposited onto the resulting MX-
ene flakes through a low-temperature in situ polymerization
method. By precisely adjusting the feed ratio of Mo4/3CTz to
PANI, a series of composites with distinct mass compositions
was successfully fabricated. Fourier transform infrared (FTIR)
spectroscopy was employed to investigate the structural fea-
tures of Mo4/3CTz, PANI, and their composites. As illustrated in
Figure 1b, the Mo4/3CTz/PANI composites all exhibit the char-
acteristic peaks of PANI, including C═N stretching vibration at
1167 cm−1, C─N stretching vibration at 1300 cm−1, C═C aro-
matic ring vibration at 1497 and 1584 cm−1, and N-H bending
vibrations at 1670 cm−1, as well as the presence of characteris-
tic absorption bands corresponding to Mo4/3CTz MXene, con-
firming the successful combination of the two components. X-
ray diffraction (XRD) analysis was conducted to examine the lay-
ered structure of the materials. As shown in Figure 1c, the (002)
diffraction peak of Mo4/3CTz shifts to a lower angle after being
composited with PANI, indicating an enlarged interlayer spacing
due to polymer intercalation.[18,25,26] This expansion is expected to
provide structural support at the interlayer level and potentially
enhance the overall stability of the composite. Morphological in-
vestigations were conducted via scanning electron microscopy
(SEM). As shown in Figure S2 (Supporting Information), the
pristine Mo4/3CTz exhibits a well-stacked lamellar morphology,
while PANI displays an irregular granular texture. The composite
exhibits a heterogeneous layered structure, with PANI uniformly
coating the Mo4/3CTz surface. Notably, at a Mo4/3CTz-to-PANI
mass ratio of 5:1 (denoted M:P = 5:1), PANI forms nanosheet-
like structures oriented roughly perpendicular to the MXene sur-
face, resulting in a wrinkled morphology (Figure 1d,e; Figure S3,
Supporting Information), distinct from the disordered structures
at other ratios. This architecture alleviates the shielding of MX-
ene terminal groups caused by dense PANI aggregation and si-
multaneously promotes the formation of efficient ion/electron
transport channels on the composite surface. Furthermore, the
SEM-based energy dispersive X-ray spectroscopy (EDS) elemen-
tal mapping (Figure 1f) confirmed the homogeneous distribution
of Mo, C, O, N, and F elements throughout the M:P = 5:1 com-
posite, supporting the uniform integration of PANI into the MX-
enematrix. This was further supported by scanning transmission
electron microscopy (STEM) images (Figure 1g; Figure S4, Sup-
porting Information), which clearly show a well-defined layered
interface, along with PANI distributed both across the MXene
surface and within its interlayer spaces. A slight expansion of the
interlayer spacing to ≈1 nm was observed, likely due to the inter-
calation of PANI.
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Figure 1. Structural characterization of Mo4/3CTz/PANI composite. a) Schematic illustration of the synthesis process of Mo4/3CTz/PANI composites. b)
ATR-FTIR spectra of Mo4/3CTz, PANI, and Mo4/3CTz/PANI composites with different ratios. c) X-ray diffraction (XRD) patterns of Mo4/3CTz, PANI, and
Mo4/3CTz/PANI composites with variousmass ratios. d,e) Scanning electronmicroscopy (SEM) images of theM:P= 5:1 composite. f) Energy-dispersive
X-ray spectroscopy (EDS) elemental mapping of Mo, C, O, F, and N for the M:P = 5:1 composite. g) STEM image of the M:P = 5:1 composite.

To determine the optimal composition of the Mo4/3CTz/PANI
composite, a series of films with varyingMo4/3CTz-to-PANImass
ratios was fabricated, along with pristine Mo4/3CTz MXene and
PANI films as references. The electrochemical performance of all
samples was systematically evaluated in a three-electrode system
using a conventional 1 m (NH4)2SO4 electrolyte. Detailed elec-
trode preparation procedures are provided in the Supporting In-
formation. As shown in Figure S5a,b (Supporting Information),
cyclic voltammetry (CV) curves recorded at a scan rate of 10 mV
s−1 reveal that all composite samples exhibit profiles similar to
that of pristine Mo4/3CTz. Notably, the composite with a mass ra-
tio of M:P = 5:1 displays the largest integrated area under the
CV curve, corresponding to the highest specific capacity of 52.5
mAh g−1 at a current density of 0.1 A g−1 (Figure S5d, Supporting
Information). To further evaluate charge transfer kinetics, elec-

trochemical impedance spectroscopy (EIS) was performed under
the same electrolyte conditions. The resulting Nyquist plots and
corresponding equivalent circuit model are presented in Figure
S5c,f, (Supporting Information), respectively. The equivalent cir-
cuit consists of equivalent series resistance (Rs), charge transfer
resistance (Rct), and Warburg impedance (Zw). As summarized
in Table S1 (Supporting Information), the M:P = 5:1 composite
exhibits the lowest Rct value (47.43 Ω) among all samples, indi-
cating more efficient charge transfer and superior rate capability.
Additionally, this sample shows the steepest slope in the low fre-
quency region, suggesting reduced ion transport resistance and
improved ion diffusion within the electrode. These observations
suggest that composite engineering can accelerate electrolyte-
ion diffusion and improve overall electrochemical performance.
This enhancement aligns with the characteristic wrinkled
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Figure 2. Electrolyte-dependent electrochemical performance and charge storage behavior of theM:P= 5:1 composite. a) Cyclic voltammetry (CV) curves
at a scan rate of 10mV s−1 in different electrolytes. b) Galvanostatic charge-discharge (GCD) curve at 0.1 A g−1 in different electrolytes. c) Electrochemical
impedance spectroscopy (EIS) in different electrolytes. d) Ex situ XRD patterns and corresponding GCD curves at 0.1 A g−1 in 1–0.1 m electrolyte. e)
Time-resolved CV current (top) and the corresponding frequency shift (Δf/n, bottom) recorded for thin electrodes at a scan rate of 10 mV s−1 in 1–0.1 m
electrolyte. f) CV profile and mass variation recorded during a single charge-discharge cycle at 10 mV s−1 in the EQCM cell using a 1–0.1 m mixed
electrolyte.

morphology formed by nanosheet-like PANI structures in the
M:P = 5:1 composite. Therefore, unless otherwise specified, the
M:P = 5:1 composition is considered optimal and will be used
for all subsequent analyses. However, it is noteworthy that the
CV curves of all composites lack distinct reversible redox peaks,
and the specific capacity related to NH4

+ storage remains rela-
tively low. This indicates that the energy storage potential of the
materials has not yet been fully realized.
As a critical component of energy storage devices, the elec-

trolyte plays a crucial role in determining overall performance.
Leveraging the intrinsic redox activity of MXene in H2SO4 and
the protonation-enhanced conductivity of PANI, we systemat-
ically investigated the influence of H2SO4 as an additive on
the charge-storage behavior of the M:P = 5:1 composite. As
illustrated in Figure 2a,b, the electrochemical performance of
the composite in various electrolyte systems was evaluated us-
ing cyclic voltammetry (CV) and galvanostatic charge-discharge
(GCD) measurements, respectively. In both 1 m (NH4)2SO4 and
1 m (NH4)2SO4 + 0.01 m H2SO4 electrolytes, the CV curves ex-
hibit no apparent redox peaks. In contrast, when the concentra-
tion of H2SO4 was increased to 0.1 m or 1 m or when using pure
0.1 m H2SO4 two well-defined pairs of redox peaks emerged, cor-
responding to the dual discharge plateaus observed in the GCD
profiles (Figure 2b). These results highlight that electrolyte opti-
mization can effectively activate redox processes in the compos-
ite. Although higher concentrations of H2SO4 narrow the elec-
trochemical stability window by lowering the water decomposi-
tion potential, the mixed electrolyte comprising 1 m (NH4)2SO4
and 0.1 m H2SO4 (hereafter referred to as 1–0.1 m) maintains

a broader operating voltage than pure 0.1 m H2SO4. Among
all tested electrolytes, the 1–0.1 m mixed electrolyte delivers the
highest charge storage capacity, as evidenced by the CV results in
Figure 2a. These findings underscore the pivotal role of H2SO4
in regulating redox activity and enhancing the electrochemical
performance of the composite electrode. To further evaluate the
ion and charge transport properties of the composite in differ-
ent electrolyte conditions, EIS was conducted on the M:P = 5:1
composite at open circuit potential (Figure 2c). The correspond-
ing internal resistance (Rs) and charge transfer resistance (Rct)
were extracted from the Nyquist plots and are summarized in
Table S2 (Supporting Information). The Rs value in the 1–0.1 m
electrolyte (1.72 Ω) is significantly lower than those in the other
electrolytes, indicating superior ionic conductivity, likely due to
an optimal proton concentration that promotes hydrogen bond-
ing with NH4

+ ions and facilitates their transport. Moreover,
the Rct value in the 1–0.1 m electrolyte is also notably reduced
(3.95 Ω), indicating enhanced electronic conductivity. The near-
vertical slope of the EIS curve in the low-frequency region further
suggests reduced ion-diffusion resistance. Furthermore, we con-
ducted additional electrochemical tests on M:P = 5:1 composite
in sulfuric acid solutions of varying concentrations (Figure S6,
Supporting Information). The results indicate that as the H2SO4
concentration increases from 0.01 to 0.1 m, the redox peak of
M:P = 5:1 becomes more pronounced, the electrochemical ca-
pacity increases, and the impedance decreases. However, when
the H2SO4 concentration is increased to 1 m, the intensity of the
redox peak diminishes, and the capacity decreases significantly.
This indicates that low proton concentrations can promote the
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capacitance performance of M:P = 5:1, but when the proton con-
centration is too high, it will reduce the capacitance. Together,
these results confirm that the optimizedmixed electrolyte greatly
enhances NH4

+ ion diffusion kinetics within the composite elec-
trode.
To elucidate the mechanism by which H2SO4 enhances the

electrochemical performance of the M:P = 5:1 composite, a
series of spectroscopic and electrochemical characterizations
were conducted to monitor the structural evolution during
charge/discharge processes in various electrolytes. As shown
in Figure 2d and Figure S7 (Supporting Information), ex situ
XRD patterns of the M:P = 5:1 electrode were collected at se-
lected charge/discharge states in 1–0.1 m, 0.1 m H2SO4, and
1 m (NH4)2SO4 electrolytes. In the mixed electrolyte (Figure 2d),
the (002) diffraction peak shifts from 8.52° to 8.26° during dis-
charge, indicating interlayer expansion due to ion intercalation.
Upon charging, the peak reverts to its original position, re-
flecting reversible lattice contraction and confirming the high
reversibility of ion intercalation/deintercalation in the mixed
electrolyte.[17,39–41] In contrast, no significant peak shift is ob-
served in 1 m (NH4)2SO4 (8.58°) or 0.1 m H2SO4 (8.86°), sug-
gestingminimal or no effective intercalation. These results reveal
clear electrolyte-dependent ion intercalation behavior.
To identify the intercalating species responsible for the ob-

served lattice expansion, in situ electrochemical quartz crystal
microbalance (EQCM) measurements were performed in the
mixed electrolyte system.[28] As shown in Figure 2e, the M:P =
5:1 composite exhibited highly symmetric and fully reversible
frequency shifts during charge-discharge cycles, indicating a
highly reversible mass-change process. According to the Sauer-
brey equation and Faraday’s law, the apparent molar mass (Mv,
g·mol−1·e−1) of the participating species is related to the mass
change per coulomb (Δm/ΔQ), which can be calculated from
the slope in Figure 2f. In this study, the calculated Mv in the 1–
0.1 M mixed electrolyte was ≈18.3 g·mol−1·e−1. Given that pro-
tons commonly contribute to charge storage in aqueous elec-
trolytes, and that the theoretical molar masses of NH4

+ and
H3O

+ are 18 and 19 g·mol−1, respectively, this intermediate value
indicates that both ions contribute to the mass change during
charge/discharge, thereby confirming a co-intercalation mecha-
nism. This conclusion is further corroborated by the consistency
of this result with observed redox features (Figure 2a) and inter-
layer expansion behavior (Figure 2d). To further clarify the influ-
ence of electrolyte composition on intercalation kinetics, EQCM
measurements were also performed in 1m (NH4)2SO4 electrolyte
as a control. As shown in Figure S8 (Supporting Information),
the time-dependent frequency curve in 1 m (NH4)2SO4 displays
pronounced plateaus at the end of charging and the onset of
discharging, indicating sluggish ion adsorption/desorption ki-
netics likely associated with a distinct energy barrier. In con-
trast, the continuous and smooth frequency shift observed in the
mixed electrolyte suggests that protons lower the energy barrier
for ion adsorption, thereby facilitating the intercalation process.
This finding highlights the critical role of protons in modulat-
ing interfacial kinetics and supports the synergistic NH4

+/H3O
+

co-intercalation mechanism. In addition, ex situ Raman spec-
troscopy (Figure S9, Supporting Information) provides further
evidence for reversible ion intercalation in the mixed electrolyte.
The characteristic N─H stretching vibration bands at 1345 and

1603 cm−1 becomemore intense upon discharge, consistent with
NH4

+ intercalation, and decrease during charging, indicating
NH4

+ deintercalation. These results highlight the reversibility of
ion storage in mixed electrolytes.
To clarify the effect of proton additives on NH4

+ storage, a
combination of experimental characterizations and theoretical
calculations was performed. First, to gain insight into the re-
dox behavior during cycling, ex situ X-ray photoelectron spec-
troscopy (XPS) was employed to monitor the valence state evo-
lution during the ion intercalation/de-intercalation process. As
shown in Figures 3a and S10 (Supporting Information), high-
resolutionMo 3d spectra were collected in 1–0.1 m, 0.1 mH2SO4,
and 1 m (NH4)2SO4 electrolytes. The deconvoluted spectra re-
veal three distinct doublets corresponding to Mo6+, Mo5+, and
Mo─C species. Notably, in both the 1–0.1 m and 0.1 m H2SO4
electrolytes, the relative intensity of Mo5+ increases during dis-
charge and decreases upon charging, indicating a reversible re-
dox transition. In contrast, negligible valence change is observed
in the pure 1 m (NH4)2SO4 electrolyte, highlighting the essen-
tial role of protons in activating the redox behavior of Mo (Table
S3, Supporting Information). Complementary N 1s XPS spectra
(Figure S11, Supporting Information) were collected at the pris-
tine, fully discharged, and fully charged states of the M:P = 5:1
composite. In both the 1–0.1 m and 0.1 mH2SO4 electrolytes, the
initial intensity of the ─NH+

· peak is significantly higher than
in the pure 1 m (NH4)2SO4, confirming proton doping of PANI
by sulfuric acid, which enhances conductivity. Upon discharge,
the ─NH+

· signal decreases while the ─NH─ peak increases, in-
dicating NH4

+ intercalation and PANI reduction. These features
are fully recovered after charging, reflecting excellent redox re-
versibility, which is also supported by the in situ FTIR results
(Figure S12, Supporting Information). Based on the aforemen-
tioned results, it can be concluded that the presence of protons
in the 1–0.1 m electrolyte not only induces valence changes in
Mo sites within MXene but also dope PANI, thereby effectively
promoting the ion intercalation, and ultimately enhancing the
charge storage performance of the electrode material.
To elucidate the role of proton induction in enhancing ion stor-

age performance, first-principles calculations were performed
based on the structural characteristics of the M:P = 5:1 compos-
ite. Given the sheet-like morphology of PANI on the Mo4/3CTz
surface, this configuration was adopted in the computational
model, and twomodels were constructedwithMo atoms predom-
inantly in the +6 or +5 valence state, respectively (Figure 3b,c;
Figure S13, Supporting Information). The results show that in
both models, NH4

+ preferentially adsorbs at the composite in-
terface, with adsorption energies of −4.567 and −4.155 eV for
the +5 and +6 valence models, respectively, indicating stronger
ion binding affinity in the +5 state. The preferential interfacial
adsorption is likely to result from the synergistic effects of lo-
cal charge distribution, surface polarity, and hydrogen bonding
at the interface. Further insight is gained from charge density
difference analysis (Figure 3d,e), which reveals significant inter-
facial charge transfer upon NH4

+ adsorption, where NH4
+ acts

as an electron donor and both PANI andMXene serve as electron
acceptors. Compared to the +6 model, the +5 configuration ex-
hibits lower adsorption energy and more substantial interfacial
electron redistribution, confirming its enhanced ion-binding ca-
pability, which is consistent with its more favorable adsorption

Adv. Sci. 2025, e11815 e11815 (5 of 10) © 2025 The Author(s). Advanced Science published by Wiley-VCH GmbH

 21983844, 0, D
ow

nloaded from
 https://advanced.onlinelibrary.w

iley.com
/doi/10.1002/advs.202511815 by L

inkoping U
niversitet, W

iley O
nline L

ibrary on [19/10/2025]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense

http://www.advancedsciencenews.com
http://www.advancedscience.com


www.advancedsciencenews.com www.advancedscience.com

Figure 3. Proton-assisted NH4
+ storage mechanism. a) The ex situ XPS spectra of Mo 3d in 1–0.1 m mixed electrolyte. Optimized side-viewed con-

figuration with corresponding adsorption energy in the +6 valent Mo b) and +5 valent Mo c) of the composite. Optimized side-viewed configuration
with corresponding charge density difference in the +6 valent Mo d) and +5 valent Mo e) of the composite. DOS of the composite in the +6 valent Mo
f) and +5 valent Mo g) state, respectively. Scheme displaying the proton activation of PANI h) and the proton-assisted NH4

+/H3O
+ co-intercalation

mechanism in composite materials i).
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energy of −4.567 eV discussed above. Moreover, the total and
projected density of states (DOS) profiles (Figure 3f,g; Figures
S14 and S15, Supporting Information) confirm metallic conduc-
tivity for both models, with Mo-d orbitals dominating near the
Fermi level. Strong interactions among Mo-d, O-p, C-p, and F-p
orbitals are also evident below the Fermi level. Notably, it shows
that the Mo valence variation induces significant orbital charge
redistribution. The +5 model exhibits a smoother DOS profile
with more delocalized states, which facilitates charge transport,
reduces local polarization, and improves dynamic charge equi-
librium during ion intercalation, thereby collectively enhancing
energy storage performance.
Finally, by integrating both experimental and theoretical find-

ings, the overall ion storage mechanism of the composite in the
1–0.1 m electrolyte is schematically illustrated in Figure 3h,i. Ini-
tially, protons from sulfuric acid dope PANI, converting it from
an insulating emeraldine base into a semiconducting emeraldine
salt. This process activates the redox activity of PANI and en-
hances the electronic conductivity of the composite (as supported
by EIS results in Figure S16 (Supporting Information) for 1 m
(NH4)2SO4 versus 1–0.1 m electrolytes). During discharge, pro-
tons preferentially adsorb at the composite material and concur-
rently trigger redox transitions atMo sites. The resulting increase
in Mo5+ content further enhances NH4

+ adsorption at the inter-
face, enabling the co-intercalation of NH4

+ and H3O
+ ions. This

synergistic mechanism underlies the pronounced pseudocapac-
itive behavior observed in the mixed electrolyte. Upon charging,
the Mo5+/Mo6+ ratio reverts to its original state, and the interca-
lated ions are released, demonstrating excellent electrochemical
reversibility. Therefore, protons in the mixed electrolyte play a
dual role: i) doping PANI to enhance electronic conductivity and
pseudocapacitive contribution, and ii) facilitating the reversible
redox transitions ofMo inMXene, thereby accelerating interfacial
NH4

+ adsorption and intercalation kinetics. These synergistic ef-
fects collectively contribute to the superior ammonium storage
performance of the M:P = 5:1 composite.
The electrochemical performance of the M:P = 5:1 composite

in the optimized mixed electrolyte (1–0.1 m) was systematically
evaluated. As illustrated in Figure 4a, the CV curves recorded at
various scan rates display two well-defined pairs of redox peaks,
confirming the material’s excellent pseudocapacitive behavior.
Notably, the CV curves retain their shape as the scan rate in-
creases, while the enclosed area expands progressively, indicating
fast and efficient charge storage kinetics. Correspondingly, the
GCD profiles (Figure 4b) display two distinct discharge plateaus,
which align well with the redox peaks observed in the CV curves.
Notably, the electrode achieves a high specific capacity of 245
mAh g−1 at 0.1 A g−1 in 1–0.1 m electrolyte, significantly sur-
passing its behavior in the pure (NH4)2SO4 electrolyte. The long-
term cycling stability of the M:P = 5:1 composite was evaluated
at 1.0 A g−1. As shown in Figure 4c, the M:P = 5:1 compos-
ite maintains a high-capacity retention of 84.2% and a coulom-
bic efficiency of ≈100% after 11 000 charge/discharge cycles,
underscoring its excellent long-term stability compared to 1 m
(NH4)2SO4 (Figure S17, Supporting Information). This excep-
tional performance is mainly attributed to the structural robust-
ness of the composite and the proton-enabled synergistic activa-
tion of pseudocapacitive behavior in both the PANI and MXene
components.

To gain deeper insight into the electrochemical kinetics under-
lying the superior ion storage performance of theM:P= 5:1 com-
posite in the 1–0.1 m mixed electrolyte, CV measurements were
conducted over a scan rate range of 0.5–10 mV s−1 (Figure 4d).
The CV profiles exhibit minimal peak shifts and maintain a
consistent shape even at higher scan rates, indicating favorable
kinetics and a low ion diffusion barrier within the composite.
The relationship between current (i) and scan rate (v) follows
the power-law expression i = avb ,[29] where b reflects the charge
storage mechanism: b = 0.5 indicates diffusion-controlled be-
havior, while b = 1 corresponds to a capacitive-dominated pro-
cess. The calculated b-values for the four redox peaks are 0.80,
0.79, 0.67, and 0.74 (Figure 4e), suggesting a combined contri-
bution from both diffusion and capacitive processes. This hybrid
charge storage mechanism accounts for the composite’s notable
rate capability and pseudocapacitive behavior. The enhanced per-
formance is primarily attributed to the engineered architecture,
where abundantmetal vacancies inMo4/3CTz serve as active sites,
and the wrinkled arrangement of PANI nanosheets on the MX-
ene surface enables efficient ion transport. To further quantify
the relative contributions of capacitive and diffusion-controlled
processes, the current response at a given potential (𝑉) can be de-
convoluted using the expression i(V) = k1 + k2v

1/2, where 𝑘1 and
𝑘2 are the coefficients for capacitive and diffusion-controlled pro-
cesses, respectively.[30] At a scan rate of 0.5 mV s−1, the capacitive
contribution constitutes ≈26% of the total capacity (Figure 4f).
A broader analysis across various scan rates (Figure 4g) reveals
that while diffusion dominates at lower rates, the capacitive con-
tribution increases progressively with scan rate, demonstrating
enhanced kinetics and faster charge storage at higher scan rates.
Additionally, the galvanostatic intermittent titration technique
(GITT) was employed to evaluate the diffusion coefficient of
NH4

+/H3O
+ ions (Figure 4h). The resultant diffusion coefficient

falls within the range of 10−9–10−7 cm2 s−1 (Figure 4i), further
confirming the excellent ion transport kinetics of the M:P = 5:1
composite.
The full AAIB was assembled using the M:P = 5:1 compos-

ite as the anode, an MnO2/CNTs as the cathode, and a 1–0.1 m
mixed electrolyte (Figure 5a). The synthesis and characterization
of MnO2 and MnO2/CNTs are provided in Figure S18 (Support-
ing Information). Charge balance between the electrodes was
achieved by adjusting their respective mass loadings. As shown
in Figure 5b, the CV curves of both electrodes at a scan rate of
10 mV s−1 exhibit well-aligned electrochemical behavior, indicat-
ing good compatibility and synergistic operation. The assembled
full cell operates over an expanded voltage window of 1.6 V, as evi-
denced by the CV curves recorded at various scan rates (Figure 5c;
Figure S19a, Supporting Information). In addition, the highly re-
versible ion intercalation/deintercalation in the mixed electrolyte
facilitates a nearly symmetrical GCD profile (Figure 5d), deliver-
ing a high specific capacity of 101.4 mAh g−1 at a current den-
sity of 1 A g−1. The Nyquist plot and equivalent circuit of the
AAIB (Figure S19b, Supporting Information and inset) reveal a
low equivalent series resistance (Rs) of 8.46Ω and a charge trans-
fer resistance (Rct) of 1.25 Ω, indicating efficient ion transport
and low internal resistance within the device. The AAIB also ex-
hibits excellent cycling stability. As shown in Figure 5e, the full
cell retains 75.7% of its initial capacity after 10 000 cycles at 1
A g−1, while maintaining a Coulombic efficiency close to 100%,

Adv. Sci. 2025, e11815 e11815 (7 of 10) © 2025 The Author(s). Advanced Science published by Wiley-VCH GmbH
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Figure 4. Electrochemical performance and quantitative capacity analysis of M:P = 5:1 composite in the 1--0.1 m mixed electrolyte. a) CV curves at
various scan rates ranging from 2 to 500 mV s−1. b) GCD curves at different current densities. c) Long-term cycling performance of the composite at
1 A g−1. d) CV curves at various scan rates from 0.5 to 10 mV s−1. e) The corresponding log (peak current) versus log (scan rate) plots for M:P = 5:1
electrode. f) Capacitance and diffusion contribution at the scan rate of 0.5 mV s−1. g) Capacitive and diffusion contribution of M:P = 5:1 composite
at different scan rates. h) Galvanostatic intermittent titration technique (GITT) profiles. i) Ion diffusion coefficient of the M:P = 5:1 composite during
charge and discharge calculated from the GITT curve.

highlighting the long-term durability of the M:P = 5:1 compos-
ite. Furthermore, the energy and power output of the full cell
are illustrated in the Ragone plot (Figure 5f), along with compar-
isons to previously reported MXene-based AAIBs.[16,27,31–42] The
MnO2/CNTs||M:P = 5:1 device delivers a maximum energy den-
sity of 81.6 Wh kg−1 and a wide power density range from 800
to 16 000 W kg−1, outperforming many state-of-the-art aqueous
ammonium-ion systems (Table S4, Supporting Information).

3. Conclusion

In conclusion, an effective strategy for achieving high-
performance non-metallic NH4

+/H3O
+ co-intercalation behavior

is untangled in Mo4/3CTz MXene/PANI composites triggered
by simultaneously activating the pseudocapacitive behaviors
of both Mo4/3CTz MXene and PANI through the introduction
of sulfuric acid into the ammonium sulfate electrolyte. This
enhanced performance is closely related to the tailored archi-
tecture of the composite, where nanosheet-like PANI structures

are grown in situ on the MXene surface, forming a wrinkled
morphology that expands the interlayer spacing, facilitates
continuous electron/ion transport, and provides favorable sites
for NH4

+ adsorption. Beyond the structural advantages, com-
prehensive experimental and theoretical studies further reveal
that protons play two critical roles: i) proton doping of PANI
enhances the conductivity and charge carrier mobility of the
composite; ii) Proton-induced reversible Mo valence transitions
dynamically modulate the NH4

+ adsorption energy (from −4.155
to −4.567 eV), thereby facilitating both intercalation and dein-
tercalation of NH4

+. Benefiting from this synergistic design, the
M:P = 5:1 composite delivers a high specific capacitance of 245
mAh g−1 at a current density of 0.1 A g−1 in the 1–0.1 m mixed
electrolyte. Notably, it maintains a stable capacity retention of
84.2% after 11 000 cycles at 1.0 A g−1, significantly outperform-
ing previously reported ammonium ion storage materials. As a
proof of concept, the MnO2/CNTs||M:P = 5:1 full cell achieves a
high energy density of 81.6 Wh kg−1 at a power density of 800 W
kg−1, while retaining 75.5% of its initial capacitance after 10 000

Adv. Sci. 2025, e11815 e11815 (8 of 10) © 2025 The Author(s). Advanced Science published by Wiley-VCH GmbH
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Figure 5. The electrochemical properties of the full cell. a) Schematic illustration of theMnO2/CNTs||Mo4/3CTz//PANI cell. b) CV curves of the individual
MnO2/CNTs and Mo4/3CTz/PANI electrodes at 10 mV s−1. c) CV curves of the full cell recorded at different scan rates. d) GCD curve under different
current densities. e) Long-term stability at 1 A g−1. f) Ragone plot comparing energy and power densities with previously reported AAIB systems.

cycles at 1 A g−1. These findings provide valuable insights into
the development of high-performance, sustainable non-metallic
ion storage materials and offer a promising path forward for the
development of advanced energy storage technologies.

Supporting Information
Supporting Information is available from the Wiley Online Library or from
the author.
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